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Technical description

Conformity

 
 
 
 
 
 

  EC Declaration of Conformity   
 

 
 
 

MIHM-VOGT GmbH & Co. KG 
Friedrich-List-Str. 8 
76297 Stutensee-Blankenloch, Germany 

 
 
 

We hereby declare that the 
 

 
 

Tabeo sintering oven 
 
 
 

meets the basic requirements of the following European directives: 
 

1.  Directive 2011/65/EU on the restriction of the use of certain hazardous substances  
in electrical and electronic equipment (RoHS) 

 

2. Directive 2002/96/EC on waste electrical and electronic equipment (WEEE) 
 

3. Machinery Directive 2006/42/EC 
 

4. Low Voltage Directive 2006/95/EC 
 

5. EMC Directive 2004/108/EC 
 
 

The following harmonised standards have been 
used:  
DIN EN 61010-1: 2002-08 
DIN EN 61010-2-010: 2004-06 
DIN EN 61326-1: 2006-10 

 
 

Stutensee, 7th July 2014 
 

 
 
 
 
 

MIHM-VOGT GmbH & Co. KG 
Dietmar Gräbe  
(Managing Director) 

 
 
 

MIHM-VOGT GmbH & Co.KG 
Friedrich-List-Straße 8 
76297 Stutensee-Blankenloch, 
Germany 
District Court of Mannheim – 
Commercial Register Branch 
A no. 101782 

General partner: Mihm-Vogt 
Verwaltungs GmbH 
District Court of Mannheim – 
Commercial Register Branch B  
no. 101361 

Managing Director:  Dietmar Gräbe 
Hermann Gräbe 
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